Transmitter Triode RS 2015 CL 
3 CX 10.000 A7 


Ordering code Q51-X701 


Coaxial metal-ceramic power triode, forced-air-cooled, intended to be used as a zero-bias class-B 


amplifier in audio or radio-frequency applications up to 25 kW power output. 
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@ Do not use as terminal 


Approx. weight 5,5 kg 
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Heating 

Heater voltage Ur 7,5 V 
Heater current IE = 100 A 
Heating: direct 

Cathode: thoriated tungsten 

Characteristics 

Transconductance s 55 mA/V 
at Ua =5 kV, =5A 

Capacitances 

Cathode/grid Cg = 59 pF 
Cathode/anode Cka = 0,2 pF 
Grid/anode Coa = 36 pF 
Accessories Ordering code 
Socket R6Fsg215 Q81-X641 

Air duct RöAnst215 Q81-X633 
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Anode modulation, 
class C operation 


Maximum ratings 


Frequency f 160 MHz 
Anode voltage (dc) U, 6,5 kV 
Grid voltage (dc) Ug — 500 V 
Anode current (dc) In 3,0 A 
Anode dissipation Pa 10 kW 
Grid dissipation Pa 500 Ww 
Operating characteristics 

Frequency f <30 MHz 
Carrier power Pırg 11,9 kW 
Anode voltage (dc) Uy 5,0 kV 
Grid bias (dc) Us — 200 V 
Peak grid voltage (ac) Ug m 490 V 
Anode current (dc) In 3,0 A 
Grid current (dc) Ig 0,8 A 
Anode input power Pan 15 kW 
Drive power P; 380 WwW 
Anode dissipation Py 3,1 kW 
Grid dissipation Pa 220 WwW 
Efficiency n 79 % 
Anode load resistance Ra 825 Q 
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